


4. Character Input Method 2. Ethernet Settings How to connect the Device with Software?

When you need to edit your name, you need to enter characters. Here are the steps for entering characters: Method One: Connect to Network
* Use the left and right move keys to move the cursor to the area you want to edit.
* Press the [Fn] key on the keyboard and a character input window "Aa" will be displayed at the bottom of the
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* Press [IN] on the keyboard, the letter window will switch between "Aa", "123", ",.1?" and "Picture", you can select E‘“*’\"e‘ Wireless Internet — N Standard
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Dear Customer : 8. Communication Settings
* Switch to Network\Internet menu, select Ethernet (WiFi isoptional) 50 (o Network menu 50 0 Internet menu (o set o WAN mode a5
Thank you for choosing Anviz products. As a leading global provider of * Switch to network\communication mode, select server or client mode : Ehornet and inout the DNS aerver 1 aciress.
. . d Anvi h | h d . * Switch to the network menu and set the Ethernet parameters according to your network environment.
Securlty equment an SyStemS' nviz nas a Ways attache great Importance * On the management computer, spell the IP address of EP30 to ensure that it can be worked together. 1
to environmental protection, we are prope”ing various environmental * When the device has WiFi function, it is suggested that the device should be installed as far away from the metal Ethernet > o Comm mode ﬁ?‘
. . . . . parts as possible. The distance between the installation location of the device with WiFi function and the router Option <« Active
improvement measures in the circle of production, packaging and sales. should be within 30m. e - Comm mode
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As the saying goes “It's Never Too Late To Change” --- Every Year, Anviz has - . _ B ToacsN0R Enew Connect RJ45
g - . . ) . 1. WiFi Settings (optional) — ap—— oW seting
been burning millions of CDs and supplying world wide with our devices. In e o
. ; : " " e — Method Two: Connect to Cloud
order to protect the environment, Anviz has decided to go "CD Free N - N o .
Campaign Since June 1 St 201 9 We WI” prOVide QR COde fOf yOU tO download " i { Go to Ethernet menu to change TCP/IP settings. Go to Comm Mode menu to select Server or EP30 can be managed by Anviz cloud management platform Crosschex cloud.

: : WAN mode s i For more details, please refer to https: Lanviz. duct h loud.html.
the electronic documents to make sure that you understand how to install e e z Client mode. 1P ps:ffwww.anviz.com/product/crosschexfcloud htm
and use Anviz devices. o) P >

> PW Setting 12345 . . 2. Enable Communication between Device and the Management Software CrossChex
Anviz appreciates your understanding and supporting our small efforts 9. Working with Management Software
d i h [ 10-18-2017 10:43:45 Mhack g i . * Turn on management software CrossChex.
towards protecting the natural resources. 50 to Networknternet mend to set up 516 Comm mode menu (o seloct 1. Working with Management Software * Go to Device tab. Search and Add the device to management software CrossChex.
WAN mode as 'WIFI'and input the DNS Server o Client mode. Scan the QR code on user manual to install the software. * Click Synchronize Time button to communicate with Device. If Synchronize is successful, the device
server IP address. L ) icon will turn to blue.
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L ?ﬁ g-.i —— = * Device\Backup User: Download user info from Device to CrossChex.

- o 1P mode Eibticy C * Device\Download Records: Download records from Device to CrossChex.
A i — e * User\Modify: Edit name or other user info.Then click "Upload User"to Upload
[ "] - . < Netmask o000 user info to device.
T ¢ Record\Search: Search and view the records.
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Unauthorized use is prohibited. Dropbox Google AnViZ automatically. Select the WIFI network settings.then select 'Choose WIFI' to go 9] a ° Settlng\Shlft: Setup Time Table and Schedullng.
For more information, please visit www.anviz.com, or send email to sales@anviz.com for more help. and input password. to the second window. T . L4 DeViCG\DeViCE Parameter: Set up device.Clear records on Device or Reset
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